
 

  

ALL UNITS MEET 2010 DOE STANDARDS / ARI 210/240 CONDITIONS 

   Thru-The-Wall 

THDC Series R-410A Condensing Units 
 



 

  

T /  S  /  R  /  P  S IZE C ABI NE TS S HOWN  

1-1/2 To 2-1/2 Ton 

Available In  

4 Cabinet Sizes 
Model  Wide High  Deep SEER BTU 

THDC-18PG 33-3/4 19 18-1/2 ** ** 

THDC-18RG 29-1/2 23 18-1/2 12 19,700 

THDC-18SG 26 28-5/8 18-1/2 ** ** 

THDC-18TG 23-3/4 32 18-1/2 ** ** 

THDC-24PG 33-3/4 19 18-1/2 ** ** 

THDC-24RG 29-1/2 23 18-1/2 ** ** 

THDC-24SG 26 28-5/8 18-1/2 12 25,200 

THDC-24TG 23-3/4 32 18-1/2 12 24,900 

THDC-30PG 33-3/4 19 18-1/2 ** ** 

THDC-30RG 29-1/2 23 18-1/2 ** ** 

THDC-30SG 26 28-5/8 18-1/2 12 30,000 

THDC-30TG 23/3-4 32 18-1/2 12 27,300 

** CONSULT  FACTORY  FOR  AVAILABILITY 

 
  

Electrical  Voltage  AWG Wire  FLA MCA Max Fuse  

THDC-18 ( ) G 208-230/1/60 14 Min 8.1 13 20 AMP 

THDC-24 ( ) G 208-230/1/60 12 Min 9.7 14.5 30 AMP 

THDC-30 ( ) G 208-230/1/60 12 Min 11.2 17.5 30 AMP 

      Indoor Unit  Carrier*  CFM Voltage  
 THDC-18 ( ) G FV4BNF003 700 208-230/1/60 

 THDC-24 ( ) G FV4BNF005 900 208-230/1/60 

 THDC-30 ( ) G FV4BNF005 1050 208-230/1/60 

  


